
Key Features

•Jack stand included for added 
stability and convenience

Product Specifications
Model # Description Tons HP Pump Log Size Direction

5620
120V Electric Log 

Splitter
7 2.0

Worm 
Drive

Up to 20” Horizontal

7740 Log Splitter 15 6.5 Simplex Up to 20” Horizontal

52160
Log Splitter with 
CARB engine

22 6.5 2 Stage Up to 22” Horizontal

52158
Log Splitter with 
CARB engine

27 10 2 Stage Up to 24”
Vertical/ 

Horizontal

52159
Log Splitter with 
CARB engine

35 13 2 Stage Up to 24”
Vertical/ 

Horizontal

•Rugged and durable Blue Max 
Engines ensure units will start 
every time

Manufactured By

84 Commercial Rd. Huntington IN 46750

7 TON – 35 TON GAS & ELECTRIC LOG SPLITTERS7 TON – 35 TON GAS & ELECTRIC LOG SPLITTERS

•Steel splitting wedge for smoother cuts
•Standard low oil shut down for preventative maintenance
•Up to 3500 maximum PSI (working pressure)
•Powder coated paint for rust protection and durability

7740
15 ton

52160
22 ton

5620
7 ton

52158
27 ton

52159
35 ton
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