
ax306/ax369/ax414 engine

www.ariens.com

low tone muFFler
30% larger muffler reduces
noise by nearly 20% for
quiet engine operation

addItIonal Features:

two-posItIon throttle 
system Easily change between full 
throttle for optimum performance 
and idle for the lowest noise setting

trIple pIston rIng desIgn
Reduces oil consumption and  
maintains cylinder pressure for  
maximum power

mechanIcal governor
Provides fast engine response and 
power for changing snow conditions

dual roller ball bearIngs
Create less friction and heat to  
prolong engine life

cast Iron cylInder sleeve
Reduces wear to ensure long-lasting 
durability and performance

IndustrIal recoIl
Comes equipped with a 
Mitten Grip Handle for 
ultimate grip when  
wearing gloves

3x prImer system
Start-up the Ariens AX engine easily 
in harsh weather conditions with 
just 3 pushes of the primer bulb

electrIc start
Easy push-button 120V starter

Fuel shutoFF valve
Prevents fuel spillage
during transport

hIgh oIl FIll & dIpstIck
For easy oil changes and  
efficient measuring of the  
oil fill level

engIne run tIme
Large fuel capacity for up to  
2 hours of run time

extended oIl draIn
For clean, easy maintenance 
from the rear of the Sno-Thro 
when changing engine oil

removable rotatIonal 
key swItch Prevents engine 
start-up when the unit is not 
being used

new low proFIle desIgn  
Increases light illumination  and 
enhances operator visibility


