POWERED by

HONDA.
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Make use of both the extend and retract stroke to make
splits, you can split twice as fast as with traditional splitters

SPECIFICATIONS

Operating POSIION ..........uuiiiiiiieeiiieeee e e e e Horizontal
FOPCE / TONOGE ....veeeieeee ettt 20 Tons
Cylinder Sfroie ...................................................................................................... 24"
Cycle TIMe. ..., N/A - Dual Split
Maximum Log LENGth .........cviiiiiiiiiiiieie e 24"
Safety Chains. ..........ooviiieieee e Yes
2" Hitch Coupler.........ooviiieeeeeeeee e, Standard
Maximum Towing SPeed...........cueiviiviiiiieieiieieeeee et 45 MPH
ENGINE. ..o, 160cc OHC Honda
MaXIMUM Pressure .........oouuiiiiiiiiiii e 3000 PSI
Maximum FIOW .........coooviiiiiiiiic s 11 GPM
Hydraulic Cylinder Bore...............ccoooviiiiiiiiiieeeeeeeee e, 4"
Hydraulic Cylinder Stroke ...............oooooiiiiiiiee e 24"
Hydraulic Fluid Capacity...........c.coviiiiiiiiiiieiieeee e, 3 Gal.
Hydraulic Fluid Type.......ccoooveviiiiiiicie 10 WT. AW32, ASLE H-150 or ISO32
PUMIP e Two-Stage
Table Grate. ........c.ooiiieiieceecce e, Standard
Overall DIMenSions ..............ccuieieiieiieiecieeieee e 62"L X 39"W X 33"H
ShippINg Weight ........ooiiiiiiciicie ettt 360 lbs.
Warranty......oooviiiiiiieee e 24 mo. Consumer/90 Day Commercial
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Greaf Northern Equipment Distributing, Inc.
20195 South Diamond Lake Road, Suite 100 ® Rogers, MN 55374 ¢ (800) 822-0295 # (763) 428-2237 * Fax (763) 428-4821



