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Gasoline — Portable — Belt Drive

Industrial Cold Water
Pressure Washers

JCW Series

The longevity of a belt-driven pressure washer makes the JCW Series the ideal choice 
for industrial cleaning. It can handle tough cleaning jobs on any jobsite.

JCW-3504-2MHB

Made in

with Globally Sourced
Components

USA

Decal Part No. : 34-3553 (revised material/adhesive 2-15-17)
Date: 02-10-17
Customer: Mi-T-M
Units:  All Mi-T-M labeled products manufactured in the US
Designer: Teresa Gottschalk  563.556.7484  x.231
Artwork at 100%: Yes
Decal size: 2.0625” wide x 1” high
Over laminate: .001 clear laminate
Material/Adhesive: 3.5 mil white vinyl flexible white perm 
L344 1 mil 50# liner
Must adhere to polyester and epoxy powder coatings, epoxy paint, 
polypropylene, polyethylene and stainless steel
Print on a roll
Colors: 
PMS 485 Red
PMS 293 Blue
Black
Colors that do not print: Magenta outline does not print
Art disk file No.: DE6061 

Actual size decal proof required

34-3553

PUMP
● Equipped with Mi-T-M Pressure Relief Start
    (JCW-3003, JCW-3504 and JCW-4004 models)
● Forged brass manifold
● Thermal relief valve
● Water filter with clear sleeve for screen inspection

FRAME
● Powder coated steel frame
● Two-piece belt guard
● 13-inch flat-free tires (10-inch tires on JCW-2403 and
    JCW-2703 models)

UNIT INCLUDES
● Quick connect nozzles – 0°, 15°, 25° and 40°
● 50-foot x 3⁄8-inch non-marking hose
● Insulated trigger gun

LIMITED WARRANTIES
● 1 year Mi-T-M unloader (JCW-3003, JCW-3504 and JCW-4004 models)
● 3 year Honda engine
● 7 year AR pump

CERTIFICATION
● Intertek Certified to UL-1776 – US only
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JCW Series
Cold Water – Gasoline – Portable – Belt Drive

       WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov.

ACCESSORIES AND OPTIONS:

MODEL NUMBER PSI GPM DISPLACEMENT/ENGINE PUMP UNLOADER LANCE DIMENSIONS (LxWxH) SHIP WT. NET WT.

JCW-2403-0MHB 2400 2.8 196cc Honda GX200 OHV AR Adjustable pressure 36in. 37.5x22x25in. 171 lb. 121 lb.

JCW-2703-0MHB 2700 2.4 196cc Honda GX200 OHV AR Adjustable pressure 36in. 37.5x22x25in. 171 lb. 121 lb.

JCW-3003-2MHB 3000 3.0 270cc Honda GX270 OHV+ AR Mi-T-M, adjustable pressure 36in. 39.5x28.5x26in. 232 lb. 178 lb.

JCW-3504-2MHB 3500 3.7 389cc Honda GX390 OHV+ AR Mi-T-M, adjustable pressure 48in. 39.5x28.5x26in. 249 lb. 195 lb.

JCW-4004-2MHB 4000 3.5 389cc Honda GX390 OHV+ AR Mi-T-M, adjustable pressure 48in. 39.5x28.5x26in. 249 lb. 195 lb.
+49 state engine. Not for sale in California.     

PART NUMBER DESCRIPTION FITS MODELS

851-0338 50-foot x 3⁄8-inch non-marking hose – For when you need extra hose for added mobility All models

AW-7510-Series Rotating nozzle – Increase your cleaning power and decrease your cleaning time, 0° spray with 25° coverage All models

AW-8400-0021 Low pressure detergent injector – Allows the user to apply the recommended detergents All models

CX-0005 36-inch insulated dual lance – Has high and low pressure tips that allow you to switch to the low pressure detergent injector without having to change tips 2400 to 3000-PSImodels

CX-0082 External bypass system – Allows more water into the system to protect from heat build-up; attaches to pump 3000 to 4000-PSI models

CX-0085 External bypass system – Allows more water into the system to protect from heat build-up; attaches to base plate 3000 to 4000-PSI models

JCW-3504-2MHB


