
SPECIFICATIONS

ENGINE DISPLACEMENT 163 cc

ENGINE RPM 3100

CFM DELIVERED @ 90 PSI 4.6 CFM

CFM DISPLACED 8.3 CFM

TANK CAPACITY 5 GALLONS

FACTORY SETTINGS 105-135 PSI

PUMP-UP / RECOVERY TIME 0:52 / :14

SHIPPING WEIGHT 90 LB

DIMENSIONS (LxWxH) 24.5”x16”x17.5” 

PUMP OIL CAPACITY 4 OZ.

PUMP STAGES 1

FEATURES

GD5000PV5H
163 cc DIRECT DRIVE

When all you need is a hand-carry and electricity is unavailable, the GD5000PV5H is 
the right choice. The fuel-efficient 163 cc (GX160) Honda engine combined with the 
high-output direct drive pump produces 4.6 CFM @ 90 PSI.

Protective Rollcage Frame

Low Profile Pancake Tank

Honda GX160 Engine

Weight Length Width Height

90 lb. 25.5 in. 16.25 in. 18.5 in.

SHIPPING DIMENSIONS

STANDARD
• ROLL-CAGE DESIGN TO PROTECT
PUMP/MOTOR
• LOW PROFILE PANCAKE TANK
• AUTOMATIC ENGINE IDLE CONTROL
• REGULATOR W/ PRESSURE GAUGE
• SAFETY RELEIF VALVE

OPTIONAL
• IN-LINE FILTER
• LUBRICATOR



ESPECIFICACIONES

CARACTERISTICAS

GD5000PV5H
163 cc TRANSMISIÓN DIRECTA

Cuando todo lo que necesita es una unidad portátil y no tiene electricidad dis-
ponible, el GD5000PV5H es la elección correcta. El motor Honda de 163 cm³ 
(GX160) de bajo consumo de combustible combinado con la bomba de transmisión 
directa de salida alta genera 4.6 ft³/min (7.8 m³/h) a 90 PSI (6.2 bar).

Peso Largo Ancho Altura

39,5 Kg 64.8 cm 41.3 cm 47 cm

DIMENSIONES DE ENVIO

DESPLAZAMIENTO DEL MOTOR 163 CC

R.P.M. DEL MOTOR 3100

SALIDA DE PIES3 A 90 PSI 8,3 CFM

DESPLAZAMIENTO EN PIES3/MIN 4,6 CFM

CAPACIDAD DEL TANQUE 18,9 LITERS

VALORES DE FÁBRICA 105-135 PSI

TIEMPO DE BOMBEO A PRESIÓN
OPERATIVA/TIEMPO DE
RECUPERACIÓN

:52 / :14

PESO DE ENVÍO 39,5 Kg

DIMENSIONES (LARGO x ANCHO x
ALTURA)

62.25cm x 40.7cm x 
44.5cm

CAPACIDAD DE ACEITE DE LA BOMBA .12 LITER

ETAPAS DE LA BOMBA 1

Armazón Rígido Protector

El Tanque De Bajo Perfil

Motor Honda GX160

STANDARD
• ARMAZÓN RÍGIDO PROTECTOR

• EL TANQUE DE BAJO PERFIL

• MARCHA AL RALENTI AUTOMÁTICA EN EL MOTOR

• REGULADOR Y INDICADOR

• VÁLVULA DE LIBERACIÓN DE SEGURIDAD

OPTIONAL
• FILTRO EN LÍNEA

• LUBRICADOR


